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Specifications

Ordering Information

Accesories IN09234 IN09236

Carrying case

Reflecting tape

Operation manual

Dampproof accesories X

Bolt bag X

Contact speed measurement fitting X

Contact rotational speed measurement fitting X

Specification IN09234 IN09236

Display 5 digits, 16mm LCD 5 digits,18mm LCD

Accuracy ±(0.05% + 1digital) ±(0.05% + 1digital)

Sampling time 0.5 sec (over 120 RPM) 0.8 sec (over 60 RPM)

Range select Auto-range Auto-range

Time base Quartz crystal Quartz crystal

Detecting distance 50mm ~ 500mm 50mm ~ 500mm

Dimension 160x72x37mm 210x74x37mm

Power 4x1.5V AA size battery 4x1.5V AA size battery

Power Consumption approx 50mA approx 50mA

It is used the microcomputer (CPU) technique and junction laser

technique for one instrument combine:

• IN09234: Photo tach (RPM) & Tot

• IN09236: Photo tach (RPM) & Contact tach (RPM, m/min)

Wide measuring range and High resolution

Low battery voltage indication

The instrument is delicated and rugged

It uses the durable - long-lasting components and a strong, light

weight ABS plastic housing

It’s design has been carefully shaped to fit comfortably in either

hands

Memory / call button operation (max, min and last value)

The difference measuring RPM

Only IN09236

Contact part and photo part can be switched value at anny time

New surface speed sensor with flute vails to measure speed and leght

of wire cable and rope conveniently

INSTRU 09234

Photo Tach (RPM) and
Tot

INSTRU 09236

Photo Tach (RPM) and
Contact Tach (RPM,
m/min)
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A. Reflective mark.

B. Signal light beam.

C. Laser warning symbol.

D. Display window.

E. Measure button.

F. Memory button.

G. Battery Cover.

H. RPM Switch.

I . TOT Switch. (Total)
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Fig.2.

SURFACE
SPEEDRING

CONTACT TACH
TEST DEVICE

A. Surface speed wheel

B. Contact TACH test device

C. Contact measuring device

D. Measure button

E. Function switch

F. Memory call button

G. Display window

H. Battery cover

IN09234

IN09236


